FEATURE 


D'SmartHome 


- Only simple installation work 


SVMPH1 a 


- Malfunctions are reported 
automatically to the service 


contractor for prompt repair. 





When a VRV system is installed at your home 


You can easily monitor and control the air-conditioner from anywhere with your smartphone. 
Required Equipment 





-DTA116A51 
- SVMPH1 


LAN Cable *Wifi router and internet environment are 
=> > :; s=  DTA116A51 provided by the customer 







Router 


Operating Conditions 


- SVMPH1 with 1 DTA116A51 
can connect up to 64 VRV / SA 
indoor units 


* Residential indoor units require BRPO72C 42 
to connect D’'SmartHome 


GET IT ON 


Google Play 


# Download on the 





L App Store 





SVMPH1 FUNCTIONS 





Category Functions Description 


English, Spanish, Portuguese, Simplified Chinese, Traditional Chinese, Vietnamese, 


Multi Language Support shasa (Indonesia), Thai and Japanese 


Basic Functions 
Monitoring Screen Icons display with real-time status updates allows easy navigation and control 


Manual Operation Manually operating is still possible 


Schedule Automatic operation depending on date and time can be realized 


Automatic operation depending on status change of management point Is realized 


Automatic Control Interlock 


Scene Control Single button controls multiple operations 





Energy Saving Off Timer Automatically turn off air conditioner after certain time 

Data Management Energy Graph Electricity consumption per day / month / year can be displayed in bar chart 

Remote Access Smartphone Access User can access to SVMPH1 from anywhere by smartphone, tablet and PC 
User Login Username and password required to log in 


Access Security 
Device Registration Registered device (tablet, smartphone) can access through the internet 


Air-Conditioner, Lighting, IP Camera, Smart Lock, Smart Plugs, Motorised Curtains, Voice Assistant (Google Home), 


Connectable Devices Sensors, Alarms, Smoke Detector 


D'SmartHome AC oa 


- Only simple installation work 


SVMPR1 a 


- Malfunctions are reported 
automatically to the service 


contractor for prompt repair. 





When a VRV system is installed at your home 


You can easily monitor and control the air-conditioner from anywhere with your smartphone. 
Required Equipment 


-DTA116A51 
- SVMPR1 


LAN Cable *Wifi router and internet environment are 
DTA116A51 provided by the customer 













Router 


Operating Conditions 


-SVMPR1 with 1 DTA116A51 
can connect up to 32 VRV/SA 
indoor units 





GET IT ON 


Google Play 


# Download on the 


Ls App Store 








SVMPR1 FUNCTIONS 





Category Functions Description 


English, Spanish, Portuguese, Simplified Chinese, Traditional Chinese, Vietnamese, 


Multi Language Support a shasa (Indonesia), Thai and Japanese 


Basic Functions 


Monitoring Screen Icons display with real-time status updates allows easy navigation and control 
Manual Operation Manually operating is still possible 

Automatic Control Scene Control Single button controls multiple operations 

Energy Saving Off Timer Automatically turn off air conditioner after certain time 

Remote Access Smartphone Access User can access to SVMPR1 from anywhere by smartphone, tablet and PC 
User Login Username and password required to log in 


Access Security 
Device Registration Registered device (tablet, smartphone) can access through the internet 


SSS ana] 
Connectable Devices Air-Conditioner only 


